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LAURENCO ADHESIVE 
TECHNICAL DATA SHEET 
Item #: A7000, A7005, A7055 
 
PRODUCT DESCRIPTION 
Laurenco Adhesives are specifically formulated to adhere to all asphaltic materials of 45 mils or 
more, polyvinyl chloride (PVC) sheet materials, and insulations including: 
 

• Polystyrene Bead Board 
• Styrofoam Board 
• Urethane Boards (polyisocyanurate) 
• All Laurenco Waterproofing and Roofing Systems 
• Woven Glass Fabric, Cotton, Jute, and all Roofing Felts 

 

Composition of Adhesives: 
• Specially formulated asphalt 
• Proprietary VOC Compliant solvents. Less than 250 grams per liter 
• Compatible synthetic rubbers for plasticity and adhesion 
• Engineered filler system promotes hydrophobicity 

 
TEST RESULTS 
Standard Laurenco Adhesive applied at a rate of two gallons per square (100 sq. ft.) yields the 
following test results.  
 

• Solvent composition meets the requirements as stated in Rule 66 and ASTM D-235-18 
for low aromatic content (<1.0% as supplied) 

• Attains a 00 Shore Hardness of 60 maximum and meets requirements as per ASTM D-
36-20 regarding bitumen softening point 

• Ductility at 1 cm per minute 32.9oF (4oC) 125% elongation minimum as per ASTM D-113-
23 

• Wind Up-lift Pull testing: 150 lbs. 
• Meets and exceeds hydrostatic pressure resistance as per ASTM D-5385-21 
• Water Permeability: 0.05 perms/hr./sq.ft. as tested according to ASTM E-96-24 
• Excellent adherence to concrete, metals, glass, insulations, wood, coal tar pitch and felt 

etc. Exceptions: silicones, certain acrylics and animal fats (tallow) and EPDM 
• Meets and exceeds requirements as set forth in ASTM D-146-20, bitumen-saturated 

felts and woven fabrics 
• Meets and exceeds requirements as set forth in ASTM D-154-25, vapor retarders used 

in contact with earth under concrete 
• When used with Laurenco Roofing and Waterproofing Sheet, the properly applied system 

of adhesive and sheet would enforce the concrete and surface preparations and is 
composed of and will adhere in accordance with the ASTM D-6769-02 specification 
guide  
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PACKAGING 
• Laurenco Adhesive can be purchased in the following containers: 

o A7055 – 55 Gallon Drum – Weight: Approximately 475 lbs. per Drum 
o A7005 – 5 Gallon Pail – Weight: 43 lbs. per Pail 

• Laurenco Adhesives are available in Summer, Winter, and Spring/Fall Grades.  
 
 
 
APPLICATION 
Apply With: 

• Squeegee: for use with wood head rubber squeegees, window washer type squeegees, 
V-notched squeegees, Laurenco rubber squeegees.  

• Brush: for use with roofer’s brush, whitewash brush (shorten bristles by 1/3 the length) 
or smooth edge metal float. 

• Trowel: for use by gloved hand or trowel. 
• Bulk caulking gun: for use on vertical substrate using squeegee to disperse adhesive at 

correct mil thickness.  
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